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New to Range: 03.BGAUTOMOTIVE.CO.UK

Sump Pans

TB9650K
Make Model  Engine Size. Year(s)
AUDI A3 Sportback (8YA) 1.4L 2021 >
SEAT LEON (KL1) 1.4L 2020 >
Audi Q3 1.4L 2020 >

SM96007
Make Model  Engine Size. Year(s)
Skoda Fabia 1.2L 2006 - 2014
VW Polo 1.4L 2002 - 2012
Seat Ibiza 1.4L 2002 - 2009

OCV0116
Make Model  Engine Size. Year(s)
Audi A3 2.0L 2012 - 2020
Audi Q5 2.0L 2017 - 2020
VW Tiguan 2.0L 2007 - 2018

TC6309FK
Make Model  Engine Size. Year(s)
Nissan Juke 1.6L 2010 >
Nissan Cube 1.6L 2009 >
Nissan Tida 1.6L 2007 - 2012

RC65001
Make Model  Engine Size. Year(s)
Vauxhall/Opel Zafira 1.6L 2005 - 2014
Vauxhall/Opel Astra 1.6L 2005 - 2010

TC6507FK
Make Model  Engine Size. Year(s)
Renault Master 2.3L 2011 >
Nissan NV400 2.3L 2011 >
Vauxhall/Opel Insignia 2.0L 2017 >

RC1469
Make Model  Engine Size. Year(s)
Vauxhall/Opel Corsa 1.6L 2015 > 
Vauxhall/Opel Astra 1.6L 2012 >
Alfa Romeo 159 1.8L 2005 - 2011

TC4215FK
Make Model  Engine Size. Year(s)
Land Rover Range Rover Evoque 2.0L 2020 >
Jaguar F-Pace 2.0L 2020 >
Land Rover Range Rover Velar 2.0L 2017 > 
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New to Range: 05.BGAUTOMOTIVE.CO.UK

Sump Pans

CT0919
Make Model  Engine Size. Year(s)
BMW 1 Series 1.5L 2015 - 2019
BMW 3 Series 1.6L 2012 - 2016

DP6701
Make Model  Engine Size. Year(s)
Peugeot 308 2.0L 2013 - 2021
Citroen DS5 2.0L 2013 - 2015
Citroen C4 2.0L 2009 >

CT5635
Make Model  Engine Size. Year(s)
Mercedes-Benz C-Class 2.0L 2013 - 2018
Mercedes-Benz GLC 2.0L 2015 - 2019
Mercedes-Benz E-Class 2.0L 2016 >

RA9635
Make Model  Engine Size. Year(s)
Audi A3 2.0L 2019 >
VW Golf 2.0L 2020 >
VW Passat 2.0L 2014 >

SP0150
Make Model  Engine Size. Year(s)
VW Caddy 1.2L 2015 - 2020
Seat Leon 1.2L 2013 - 2018
Skoda Octavia 1.2L 2015 - 2017

OCV0911
Make Model  Engine Size. Year(s)
BMW 5 Series 2.0L 2016 - 2020
BMW i8 1.5L 2018 - 2020
BMW 1 Series 1.5L 2020 >

CT0126
Make Model  Engine Size. Year(s)
Audi A3 2.0L 2013 - 2020
VW Golf 2.0L 2012 - 2020
Seat Leon 1.6L 2013 - 2018

TC0927FK
Make Model  Engine Size. Year(s)
BMW i8 1.5L 2014 - 2020
BMW 1 Series 1.5L 2015 - 2019
BMW 3 Series 1.5L 2015 - 2018
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New to Range: 07.BGAUTOMOTIVE.CO.UK

Sump Pans

OS2559
Make Model  Engine Size. Year(s)
Fiat 500 0.9L 2013 >
Alfa Romeo Mito 1.4L 2011 - 2018
Fiat Bravo 1.4L 2008 - 2014

MG0920
Make Model  Engine Size. Year(s)
BMW X3 3.0L 2016 - 2017
BMW 3 Series 3.0L 2012 - 2018
BMW 5 Series 3.0L 2010 - 2016

OCV2308
Make Model  Engine Size. Year(s)
Peugeot 208 1.5L 2015 >
Vauxhall/Opel Corsa 1.5L 2019 >
Vauxhall/Opel Zafira 1.5L 2019 >

OCV5604
Make Model  Engine Size. Year(s)
Mercedes-Benz E-Class 1.8L 2011 - 2015
Mercedes-Benz C-Class 1.6L 2008 - 2014
Mercedes-Benz Sprinter 1.8L 2008 >

OS2563
Make Model  Engine Size. Year(s)
Fiat Panda 0.9L 2013 >
Fiat 500 0.9L 2010 >
Alfa Romeo Mito 0.9L 2013 - 2018

CV2341A
Make Model  Engine Size. Year(s)
Ford Transit 2.0L 2016 >
Ford Tourneo 2.0L 2015 > 

TC5621FK
Make Model  Engine Size. Year(s)
Mercedes-Benz A-Class 1.6L 2012 - 2018
Mercedes-Benz C-Class 2.0L 2013 - 2018
Mercedes-Benz E-Class 2.0L 2013 - 2016

DP6302
Make Model  Engine Size. Year(s)
Nissan Cabstar 2.5L 2006 - 2013
Nissan NP300 Navara 2.5L 2009 >
Nissan Pathfinder 2.5L 2005 >
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New to Range: 09.BGAUTOMOTIVE.CO.UK

Sump Pans

CT1414
Make Model  Engine Size. Year(s)
Peugeot 2008 1.6L 2013 >
Peugeot 208 1.6L 2012 >
Citroen C3 1.4L 2013 > 

TC2309FK
Make Model  Engine Size. Year(s)
Ford Fiesta 1.0L 2021 >
Ford Focus 1.0L 2020 >
Ford Tourneo 1.0L 2013 >

CH1402D
Make Model  Engine Size. Year(s)
Vauxhall/Opel Vivaro 2.0L 2019 > 
Ford Focus 2.0L 2014 - 2017
Ford Mondeo 2.0L 2014 >

PSP9661
Make Model  Engine Size. Year(s)
VW Crafter 2.0L 2011 - 2016

CHAIN
SHIELD
TECHNOLOGY

BGA Timing Chains come supplied to you pre-lubricated with our specially formulated 
chain lubricant.  BGA’s Chain Shield unique formula guarantees the pre-lubrication to
synchronise with your choice of engine lubrication, with no adverse effects to the 
engines lubrication system.

- Protects the chain against external elements up to and during the installation.
- Aids in the lubrication of the chain on initial start-up after installation, prior to the 

full engine oil supply reaching your newly fitted components.
- Reduces the risk of premature wear occurring by running a non-lubricated chain.    
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www.bgautomotive.co.uk

 +44 (0) 1793 491 777
sales@bgautomotive.co.uk


